
Required articles:

31.0160.43 QUICK-SLIDE BUCKLE

31.0263.20 Sliding profile

31.2428.20 back plate with screws 

 

• The buckle should be positioned at most in the 
middle of the intersection of the horizontal and 
vertical PVC webbing – preferably in the upper third.

• Screw the buckle to the tarpaulin with the back plate
• Fasten the sliding profile in the recesses/grooves of 

the side wall with blind rivets.
• The tension screw of the buckle should be screwed 

out of the threaded angle to a maximum of the upper 
third.

• The bottom edge of the buckle is the bottom edge of 
the tarpaulin.

• Along the bottom edge of the tarpaulin, directly 
adjacent to the PVC webbing, a so-called 'false' hem 
is to be welded; similar to the execution of our direct 
buckle (article 31.0048.20).

 

The assembly tips above are intended exclusively for technical fabricators/specialist companies and describe the basic procedure for the use and/or further processing of the product. Any 
information and recommendations are provided to the best of our knowledge and based on our experience; however, they are non-binding and are given with the exclusion of all liability – 
including for third-party damages – and warranty. The user is responsible for professionally testing the product to determine its suitability for the intended purpose and the specific application 
conditions. Errors and omissions excepted. Our General Terms and Conditions of Business and Delivery (available at www.miederhoff.de <http://www.miederhoff.de>; can be sent upon 
request) shall apply exclusively to the business relationship with our customers, including to any information, advice or other statements provided.

ASSEMBLY TIPSQUICK-SLIDE
BUCKLE

TIME TO CONNECT 




