











CAMOFIX®

Art.No. / PU H]JAJQL]JBJRd

03.0551.43 50
03.0551.43 500

03.2001.43 100

03.2002.43 100

04.0120.43 100
04.0120.43 1000

04.0320.05 100

04.0420.05 100

13

10,5

19,5

51 67 34 5,0 Turnable button

20 63
20 53
20 67

14

14

20 50

13 52

15 57

polyamide black
for oval eyelet 42 x
22 mm

Minax®Fastener
top part

polyamide black

For matching punch products see product group 50, on page
137 of the general catalogue.

Minax®Fastener
bottom part

polyamide black

For matching punch products see product group 50, on page
137 of the general catalogue.

Hook with two holes polyamide black
pointed design

Flat hook steel blackened
13 x3 mm (black
passivated)
Flat hook steel blackened
15x2,5mm (black

passivated)



Art.No. / PU

04.0250.43 100

04.5220.05 100

04.5228.05 100

04.4416.05 100

04.5025.05 100

04.4055.05 100

—l—® f—
LEBRERJIdED

50 20 Double hook
for shock cord
?0:6-10 mm
34 22  Wire hook steel
38 28  Wire hook steel
35 16,2 Flat hook steel
for 16,2 mm straps
48,5 25,8  Wire hook steel
547 73 95 Snap hook steel

polyamide black

CAMOFIX® [E®

blackened
(black i
passivated) =

blackened
(black
passivated)

blackened
(black .
passivated)

blackened
(black
passivated)

blackened
(black
passivated)



Il CAMOFIX®

Art. NO. / U

04.5506.00 100 64 18 7 Spin hook steel zinc plated,
04.5508.00 100 78 21 8  for shock cord black,
04.5510.00 100 79 22 10 polyamide
covered

04.5606.43 100 47 10 6  Snap hook polyamide black
04.5608.43 100 72 12 9,8 for shock cord
04.5732.43 100 14 24 51 Round button polyamide black
04.5732.43 500 for shock cord

6+ 8 mm

can be fixed on both

sides

rivet hole: 5 mm

Suitable rivets (05.2520.30) for fastening the round buttons
can be found in product group 05, on page 38 of the general

catalog.
04.5726.43 100 13 25 6,2 Round button polyamide black
04.5726.43 500 13,5 24 8  for shock cord

6 +8 mm

rivet hole: 6 mm

Suitable rivets (05.2520.30) for fastening the round buttons
can be found in product group 05, on page 38 of the general

catalog.
04.5730.43 100 12,7 30 6 Round button polyamide black
04.5730.43 500 for shock cord

6+ 8 mm

rivet hole: 6 mm

Suitable rivets (05.2520.30) for fastening the round buttons
can be found in product group 05, on page 38 of the general
catalog.




CAMOFIX® [E®
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Art.No. / PU PIL A BR| d

11.0645.43 10 45 74 20 19 17 5,0 Curtain roller polyamide black
11.0610.43 10 100 76 20 22 21 5,0 with ball bearing

05.1220.43 500 20 Self piercing plates polyamide black

You can find the HYMI® insertion tool in product group 50,
on page 149 of the general catalog. You can find the manual
insertion tool in product group 50, on page 139 of the general

catalog. k,
«—
B

05.0520.43 500 36 20 16 4,4 Back plate polyamide black
05.0534.43 500 50 34 16 4,4 thickness: 2,6 mm
05.0501.43 1000 18 4,0 Back plate polyamide black

made of strap material

thickness: 2,0 mm

«—
B

05.0620.43 500 40 20 20 4,0 Back plate polyamide black

made from strap

material

thickness: 2,0 mm

s
S
04.6242.05 100 45 14 4,2 S-hook steel backened
04.6248.05 100 50 16 48 4,8x50mm (black
passivated)

04.6257.05 100 60 17 5,7 S-hook steel backened

(black
passivated)




Il CAMOFIX®

Art.No. / PU d
8 Clip steel blackened
for cable and (black
shock cord passivated)
06.1008.43 100 100 m 8 PVC cable polyamide black
06.0108.05 100 70 8,5  Cable end closure  steel blackened
without snap hook (black
passivated)
06.0208.05 100 116 8,5 Cable end closure  steel blackened
with snap hook (black
passivated)
04.4055.05 100 54,7 9,5 Snap hook steel blackened
Please see matching hand press for cutting ~ (Dlack
and pressing of cable ends/connecting tubes  passivated)
in this brochure on page 14.
06.2004.70 200 200 m 4 Shock cord black
multifill
polyethylene coating
06.2005.70 200 200 m 5 UV-resistant black
06.2006.70 100 100 m 6 black
06.2008.70 100 100 m 8 black
06.2010.70 100 100 m 10 black
06.3020.70 50 200 4 Shock cord loop black
06.3025.70 50 250 4 with PVC hook

06.3035.70 50 350 4




CAMOFIX®

Art.No. / PU C
Tubular rivet brass black
coated
05.1112.14 1000 12 13 35 possible range for riveting:
45-8,2mm
05.1109.14 1000 9 13 85 possible range for riveting:
2,8-52mm
The riveting range is only a guide value and must be checked
on a case-hy-case basis, considering the intended use and the
properties of the materials to be riveted. See note on page 22
(material combinations).
50.3828.00 1 Hand press

incl. tool to squeeze 6-10 mm for
cable end closures

For cable ends please see product group 06 in the general
catalogue on page 41/42.
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Art.No. / PU

07.0817.43 100
07.0819.43 100
07.0825.43 100
07.0840.43 100

05.0620.43 500

07.2030.43 100
07.2040.43 100

07.2420.43 100

07.2220.43 100

07.3127.43 100

170
190
250
400

40

300
400

100

82

180

20
20
20
20

20

20
20

20

20

25

{

20
20
20
20

20

20
20

20

20

b

Ixb
42 x 22 Strap polyamide  black

Strap polyamide  black

Back plate polyamide  black
from strap material
without image

For back plates please see product group 05 in the general
catalogue on page 37. In this brochure on page 12.

Roll-up strap polyamide/  black
steel

For back plates please see group 05, general catalogue page
37.In this brochure page 12.

Roll-up strap polyamide/  black
with pad steel

For back plates please see product group 05 in the general
catalogue on page 37. In this brochure on page 12.

Strap polyamide/  black
for spin lock steel
with D-ring

For back plates please see product group 05 in the general
catalogue on page 37. In this brochure on page 12.

for oval eyelet
42 x 22 mm



CAMOFIX®

—I
Art.No. / PU A
07.0125.43 100 250 20 20 Strap polyamide/ black

07.0135.43 100 350 20 20 with roller buckle steel
07.0150.43 100 500 20 20
07.0160.43 100 600 20 20

07.8024.43 100 240 20 20 PVC strap polyamide/  black
for sliding tarpaulins steel
with roller buckle
made out of PVC-fabric

k 1200 g/m?

07.5060.43 100 60 60 1 Punched edge polyamide  black
loose
without image

07.0520.43 100 85 20 20 Strap polyamide/  black
with roller buckle and  steel
pad

For back plates please see product group 05 in the general
catalogue on page 37. In this brochure on page 12.

Ixb

07.3015.43 100 115 115 27 x8  VW-strap polyamide  black

for rectangular eylets

27 x 8 mm
07.4220.43 50 50 m 20 Strap material polyamide black
07.4224.43 50 50 m 24 S:2mm
07.6020.05 100 21,8 Roller buckle steel blackened
07.6025.05 100 2515 (black

passivated

07.6520.05 100 21,8 Loop steel blackened
07.6525.05 100 26 (black

passivated)




Il CAMOFIX®
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Art.No. / PU

08.0320.70 100
08.0325.70 100

08.0340.70 100

08.0420.70 100
08.0425.70 100
08.0440.70 100

08.0528.70 100

08.0618.70 50
08.0625.70 100

08.0901.70 10

200
250

400

200
250
400

280

180
250

10m

51

40
40

30

oo

(o]

10
10

11

Rubber tensioner EPDM black

Rubber tensioner EPDM black
assembled with
S-Hook 04.6242.05

Rubber tensioner natural rubber black

adjustable

Rubber tensioner natural rubber black

Rubber tensioner natural rubber black

Product information: Natural rubber products may leave persistent and non-removable stains under pressure, high temperature, and in combination with chemical substances (e. g. plasticizers in PVC).
Do not store products in direct contact with PVC tarpaulin fabrics for extended periods! Attach rubber tension rings only during the installation of the tarpaulin!



CAMOFIX® [E®

Art.No. / PU Fa
10.0105.43 100 25 5  Tent keder
10.0107.43 100 30 8 light fabric black
10.0108.43 100 30 8  single flap
10.1107.43 100 30 8  Tent keder black
10.1108.43 100 30 8 light fabric
10.1308.43 100 37 10  two flaps
10.2107.43 100 100m 75 20 Tent keder black
10.2108.43 100 100m 85 20 light fabric
welded flap for sewing
10.1111.92 150 150m 11 40 12 Tent keder inside
10.1113.92 150 150m 13 42 12 2200 dtex and
two flaps outside
black
10.0111.96 150 11 50 10  Tent keder Panama black
10.0113.96 150 13 50 10  double coated
single flap
10.1111.96 150 11 40 10

10.1113.96 150 13 40 10
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CAMOFIX®

Art.No. / PU

09.1125.05 100
09.1130.05 100
09.1350.05 100

09.2022.05 100
09.2122.05 100
09.2225.05 100
09.2330.05 100
09.2550.05 100

10.4160.43 100

10.4060.43 100

10.4001.43 100

50

130

125

22
22
25
32
55

60

60

60

s
S
4 Round ring
4
5
3,2 D-ring
4
4,5
5
6
Toggle
for self-assembly
for cords D: 5 mm
6 Toggle
for sewing
6 Loop

for sewing

steel blackened
(black
passivated)

steel blackened
(black
passivated)

polyamide black

polyamide black

black



CAMOFIX®

m:

Art.No. / PU S
10.6125.43 50 50 m 25 3 Loop tape black
10.6150.43 50 50 m 50 3 self adhesive black
10.6425.43 50 50 m 25 3 Hook tape black
10.6450.43 50 50 m 50 3 self adhesive black
10.5825.43 25 25m 25 3 Loop tape black
10.5850.43 25 25m 50 3 sewable black
10.5625.43 25 25m 25 3 Hook tape black
10.5650.43 25 25m 50 3 sewable black
10.6325.43 1 1,3m 25 315 Hook-and-loop rail black
10.6350.43 1 1,3 m 50 3,8 with reinforcement
31.4145.43 100 100 m 48 0,8 PVC webbing black

cut material

tensile strength 1300 kg
31.4045.43 100 100 m 48 1,0 PVC webbing black

woven material

tensile strength 1300 kg
31.4050.43 100 100 m 48 25 PVC webbing black

woven material
tensile strength 2400 kg
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Art.No. / PU
31.0648.23 1 143 60 20 7,0 28 Over Center buckle stainless black
31.0648.23 50 TYPE 20 steel

single
31.4342.23 1 143 60 20 7,0 28 OverCenter buckle stainless black
31.4342.23 50 TYPE 20 steel

with polyester

webbing

65 cm and flat hook

M42 blackened

(black passivated)

31.1348.23 1 152 57 24 70 28 OverCenter buckle stainless black
31.1348.23 50 with polyester web-  steel

bing

65 cm and rave hook

in black




NOTICE ON THE CAMOFIX® RANGE

We sell products under the CAMOFIX® brand with a particular
colour design and/or surface coating. These are technical
products, primarily for the area of camouflage/outdoor/disguise
equipment. Please speak to us if you have specific colour/
surface requirements or would like to use the products in
special areas (e.g. for decorative purposes), as the colour design
and coating are subject to certain limitations for manufacturing
reasons. This means that certain colour deviations may arise
from the product/symbol images in principle (illustration
is similar). Please also note that some previously common
coating processes (chromates containing chromium-VI) can no
longer be used and for technical reasons a particularly dark or
(deep) black coating often leads to relatively reduced corrosion
protection in today’s common processes.

‘Blackened’ relates to the product’s surface treatment (e.g.
‘black passivated’). The visible colour that arises here may vary.
This means that due to manufacturing, colour nuances are
possible from black to anthracite or dark grey depending on the
product, base material and coating procedure used, particularly
when it comes to so-called black passivated products and are
not faults. To guarantee high flexibility and delivery capability,
we cooperate with various service providers for surface
technology. This means that the visible colour may be subject
to certain deviations, including for batch-related reasons.
Besides this, the fine structure of the coating surface and/or
light reflections may influence the visible colour in each case.

As all surface coatings are generally able to withstand
mechanical loads and corrosive influences only within certain
limits, customers need to obtain expert advice to ensure that
the products are suitable for the intended purpose and the
specific use conditions. Please bear in mind that in individual
cases, discolourations cannot be totally excluded for black
passivated products, particularly on white or very light tarpaulin

materials.

NOTICE ON MATERIAL
COMBINATIONS

When metal products made from distinct materials are
combined, contact corrosion due to electrochemical processes
may occur under certain circumstances. Even using coated
products does not completely eradicate this risk, especially
if the coating is damaged or exposed to extreme mechanical
stresses during further processing operations (e.g. flanging
or riveting). If combining different (base) materials in this
way cannot be avoided, suitable insulation in the contact
zone (plastic washers, anti-corrosion spray etc.) is always
recommended

IMPORTANT NOTES

ICONS

BN 5 Width
b Width inside
L Length

[P+ Height

@ h  Height inside
@ D Diameter outside

d Diameter inside
A Distance

MY LxB  Length x Width

W Ixb  Lengthx Width inside

? Fa Flap
a X Weld seam
4

il BR  Roller width

S Thickness

P  Profile

Our General Terms and Conditions of Business and Delivery
(GTC) shall be exclusively applicable - you can read them on the
internet at www.miederhoff.de and print them out from there.
On request, we will send you the GTGC in written form.

We reserve the right to alter the stated technical specifications
at any time. No liability is assumed for article names, photos and
drawings. Specifications, illustrations, drawings, statements of
dimensions and weights, and all other data merely serve to
describe our products and are non-binding average figures.
They do not form part of the contract and do not constitute a
statement of condition or a guaranteed property.

© COPYRIGHT — reproduction of this brochure — even extracts
shall require approval.

Franz Miederhoff GmbH & Co. KG - Sundern - Arnsberg Local
Court Commercial Register HRA 1410



Franz Miederhoff GmbH & Co. KG
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