
 

 

 

 

 

HINWEIS ZU KEDERN AUS HOHLSCHNÜREN 
 
Bitte beachten: Keder aus Hohlschnüren sind konstruktiv flexibel und dafür ausgelegt, sich bei 
Druckbelastung im Durchmesser elastisch zu verformen. Aufgrund der Elastizität, des mehrstufigen 
Herstellungsprozesses und der spezifischen Geometrie ist eine exakte Maßhaltigkeit des Nenndurchmessers 
nicht in jedem Fall zu gewährleisten. Beim Einsatz an Wickelwellen notwendige Sicherheitswicklung 
beachten. Das Produkt ist in eigener Verantwortung auf die Eignung für den beabsichtigten 
Verwendungszweck und die spezifischen Einsatzbedingungen fachmännisch zu prüfen. 
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NOTE ON KEDERS MADE FROM HOLLOW CORDS 
 
Please note: Keder made from hollow cords is structurally flexible and designed to deform elastically in 
diameter under compressive load. Due to this inherent elasticity, the multi-stage manufacturing process, 
specific geometry, exact dimensional accuracy of the nominal diameter cannot be guaranteed in every 
instance. Observe the required safety wraps when used on winding shafts. The user bears sole responsibility 
for professionally verifying the product's suitability for the intended purpose and specific operating 
conditions. 
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